This drawing, specifications, and concepts contained here in are the sole property of 


Red Barn Machine, and may not be reproduced or used in any fashion without the 
prior written permission of Red Barn Machine. 


REVISIONS 


REV DESCRIPTION DATE INITIAL | APPROVED 
B | UPDATED TO NEW DRAFTING STANDARD 5/7/2012 JAG 
C | ADDED MISSING 3.985 DIMENSION PER G.E. AND ENGRAVE NOTE. 5/23/2012 RJC GE 


18.00 


3X Ø 1.000 


5.04 
1.575 
10X R.25 14.015 
ENGRAVE T/N, S/N, 
"MADE IN USA" 
ASY | SS [B/O] Part # | UNT Description Material B/O INFORMATION OR SPECIFICATIONS PG. 
1 [MISC. TOOL - STABILIZER ASSY, HORIZONTAL 6061 1/8 X7X19 1 


RED BARN MACHINE 


MISC. TOOL - STABILIZER ASSY, HORIZONTAL 
— RBD23601-80910 C 


UNLESS OTHERWISE SPECIFIED | DRAWN BY: 
DIMENSIONS ARE IN INCHES GILBERT 


TOLERANCES ON: APPROVED i 
DECIMALS 
-XXX + .015 REAT 
= FRACTIONS ¢ 1/32 
Xx $20 ANGLES +.5° NISH _ANODIZE RED 


SPECMIL-A-8625F, TYPE Il, CLASS | 
USED ON MODEL 


UNLESS OTHERWISE SPECIFIED 
1. BREAK ALL SHARP EDGES 


.015 x 45° PR .015R 
2. DIMENSIONAL LIMITS APPLY AFTER PLATING MD 500 
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